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 TECHNICAL BID DOCUMENTS & ELIGIBILITY CRITERIA:
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2.  

SL 

No 
Parameter Specifications 

  
1 Frequency Range 9 kHz to 6 GHz or Higher and 

Frequency Upgrade Capability Upto 

25 GHz or Higher 

  

2 Ageing rate ± 1 ppm / year   

3 Temperature stability (full temp range) ± 2 ppm   

4 Marker frequency counter resolution 0.001 Hz or better   

5 Resolution Bandwidth  1 Hz to 3 MHz (10 % steps), 4, 5, 6, 

8 MHz 

  

6 Video Bandwidth 1 Hz to 3 MHz (10 % steps), 4, 5, 6, 

8 MHz 

  

7 Analysis Bandwidth 25 MHz or higher   

8 Input attenuator range 0 to 50dB in 10 dB steps   

9 Trigger Free run, line, video, external   

10 Sweep Points 1 to 30000 or higher   

11 Shape factor  ≤ 4.1:1   

12 Displayed average noise level  -150 dBm @1GHz 

 -140 dBm @7GHz 

  

13 Third-order intermodulation distortion @1 GHz & 7 GHz:       +13 dBm   

14 Phase noise (10kHz offset, 1GHz carrier) -95dBc / Hz    

15 Phase noise (100kHz offset,1GHz carrier) -100dBc / Hz    

16 VSWR @ 1GHz < 1.5   

17 Max Safe Input Power Level  +30dBm   

http://5.cd/
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SL 

No 
Parameter Specifications 

  
18 Detectors Normal, Peak, Sample, Negative 

Peak, Average 

  

19 Measurements Channel power, Occupied 

bandwidth, Adjacent channel power, 

Power statistics CCDF, Harmonic 

distortion, Intermod, Burst power, 

Spurious emission, Spectrum 

emission mask 

  

20 Tracking Generator 250 kHz to 3 GHz or better   

21 Output Power  -50 to 0 dBm or higher   

22 Markers Peak search, delta marker, noise 

marker, marker table 

  

23 Operating temperature range 0 to 50 °C   

24 Power requirement 220 to 240 V AC, 50 Hz   

25 Display size Min. 8" diagonal Capacitive Multi-

touch or bigger 

  

26 Warranty Minimum 3 years   

27 Front panel RF input connector Type-N female, 50 Ω   

28 Interface GPIB, USB , 1000 Base-T LAN,  

VGA out 

  

29 

Standard Accessories 

Soft copy of User guide  

Calibration certificate to be provided 

Power cord (230V/50Hz) 

N-Type (M-M) cable to be provided  

GPIB to USB adapter 

  

30 Data Storage Internal: min.160 GB Removable 

solid state drive                                                                        

External: Should support USB2.0 

Flash drives 
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