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 TECHNICAL BID DOCUMENTS & ELIGIBILITY CRITERIA:
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1.  LCR Meter Specification 

     Qty.:01 Nos. 

Sl.No. Description  Technical specifications required Whether 

complied fully 

(Yes / No) 

Remarks 

if any 

1 Measurement Frequency 20Hz - 1MHz   

2 Drive Signal Level 20Hz - 1MHz :0.1V~5Vrms(AC) & 0.1V- 

5V(DC) 

  

3 Drive Signal Short Circuit Current 20Hz - 1MHz: 100uA~20mA AC and DC   

4 Basic Accuracy AC - 0.1% and DC - 0.2%   

5 Measurement Time less than 20 ms   

6 Parameters:  Z, 𝜽, Rac, C,D L, Q,B, G,X, Y, Rdc   

7 Parameter Display Measurement Range Range   

Z(Impedance), R(AC resistance), X(Reactance)  10.0000µΩ to >100.000GΩ   

Y(Admittance), B(Susceptance), G(Conductance) 1.00000pS to >10.0000kS   

L(Inductance) 100.000pH to >100.000MH   

C(Capacitance) 10.0000fF to >1.00000F   

D(Dissipation Factor), Q(Quality Factor) 0.00001 to 99999.9   

A(Phase angle)  -180.000° to 180.000°   

Rdc (DC resistance) 0.1000mΩ to >10.000GΩ   

8 Power Requirements 115 V AC to 250 VAC (Autoranging); 47Hz 

to 55Hz 

  

9 Display 3.8”.  ¼ VGA (320 × 240) OR 320 × 240 

DOT MATRIX 

  

10 Interface RS232, USB, GPIB and LAN   

11 Measurement Connectors 4 front panel BNC sockets with screens at 

ground potential 

  

12 Temperature Range    

 Operating 0° C - 40° C   

 Full Accuracy 23° C ± 5° C   

 Storage -10 ° C to 70 ° C   
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2. High Voltage DC supply Specification 

    Qty.:02 Nos. 

≤
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3. Digital Storage Oscilloscope Specification 

    Qty.:01 Nos. 
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4. Current Probe for Digital Storage Oscilloscope Specification 

    Qty.:03 Nos. 
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